Lyons Airconditioning Service (WA)

Filter Selections

SPERIFILT 6/65 F5 MEDIA

Downdraft Spray Booth Media

General

Speritex ceilling diffusion media is available in & range of standard
sized rolls and custom szed pads. Manufactured in taly, Speritex
media 5 wsed as an 0EM difusion pad im many kalian
spraybooths such as Blowtherm, MNova Verta, CMC, Saima and
others. Speritex media has proven to be the highest guality
diffusion media available today. As the guality of paint spraybooths
and painting technigues have progressed ower the years, so has
the quality of Speritex media.

L5 ]

The Sperifitt 6/65 media has progresswely denser fibres as they
approach the downstream side. All Aibres of this media are totally
impregnated with tackifier, and it has polyester netting on the air
leaving side to obtain optimum efficiency.

Technical Data Sheet

Initial pressure loss 25Pa
Final pressure loss 450Pa
Lverage arrestance 99%
Lverage atmospheric efficiency 56%
Dust holding capacity 428g/m?
Thickness 24mm
Madia area 1.0m?
Rated air flow 900m? hr
Max temperature allowed [peaks) 100=C
Lur velocity at test 0.25m,/ sec
Efficiency class according to DIM EM 779 F5
Fire resistance [OIN 53438] F1
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BULK MEDIA & PADS

General Air Filtration Media

General E3 Media Roll G4 Media Holl

Lurepure’'s range of bulk filter media 15 available as standard
sized rolls or custom sized pads to suit a wide range of air
filtretion applications. Manufactured from thermally bonded
polyester fibre with a minimum of BO%: recycled fibre content
from postconsumer PET packaging. this range of media is
100% recyclahle.

Each media has been designed to meet specific performance
criteria and serace life in & variety of filkter configurations:

G2 Media

G2 = @ low grade gualty media, sukable for use in room or
window type air condiioners and general coarse pre-filtration
applications.

G3 Media

G3 iz a low grade guality media, suitable for use in general

air-condtioning and ventilation, as prefitration for high grade Technical Data Sheet

filters, and onsite ternporary media. Meltng point: N/A
Vapour pressure: N/ A
G4 Meadia Volatiles: il VoG [Volatle
Organic Components|

G4 s @ medium grade gualty media, designed for use in air

conditioning and wentlation applications, for use in extended Specific gravicy: 1.38
. . - . - Flash point: MNone allocated

area filtkers and is suitable for residential, commercial or - :

- - - - - Other properties: Men-allergenic, I

industrial areas. This product has undergone rigorous testng i low

and has accrediation in according to ASHRAE 52.2, issued Irritant, w.'l. " ame
by AT International - USA. . ) response, resien -
Ingredisnts: Organic, long  chain
synthetic polymer

FS Media Max service temp: 150'C

F5 is a superior guality media, designed for the removal of Alkalinity: pH 7.8 [pH 7 =neutral|

submicron particles and to prowide long service life in Moisture absorption: Exposure to an

extended area filter configurations. I is sutahle for some atmosphere of S0'C &
laboratories as well as residential and commercial buldings. 955 for four days gives

This product has undergone rigorous testing and has muoisture absorption of

accreditation in accerding to ASHRAE 52 2, issued by AT less than 0.2% by

International - US4 volume.

Droduct Code Media Rating Size of Rall [mtr] Calour Loft {mm] Washahility
220100 G2 2.00 x A0mer White ‘10mm Disposahle
220150 G3 2.10 x AOmtr Grey 15-1Bmm ‘Washahlz
220160 G3 2.10 x F0mtr White 15-1Bmm Disposahle
220210 G3 2.10 x 20mtr Blue 15-1Bmm ‘Washahlz
220240 G4 2.10 x 20mtr White 15-1Bmm Dispasable
F5 2.10 x 20mer White 18-20mm Dispasable
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General bulk air filtration media and pads.
Losailable as standard sized rolls or custom sized pads.

G3 Rated Media

Low grade guality media. sutable for use in general arrconditioning and wentlation, as
pre-Aitration for high grade filkers, and onsite temporary media.

G4 Rated Media
Medium grade guality media, designed for use in air condiioning and ventilation applications,
for use in extended area filkers and is sutable for residential, commercial or industrial areas.

F3 Rated Media

Superior guality media. designed for the removal of sub-micron particles and to provide long
service life in extended area filter configurations. k is suitable for some laboratories as well
as residential and eommercial buildings.

Sperifelt Downdraft Spray Booth Media

F5 Rating.

Ceiling diffusion media for paint spray booths. Media fibres are impregnated with tackdfier,
and polyester netting on the air leaving side to obtain optimum efficiency.

Fixed paneal, dry arrestance type filter that prevents dust and particulates frorm entaring an
enclosed space. Suted to non-critical applications such as small air conditioning and
ventlation systerns or as a pre-fker to extend the [fe of a secondary filker.

Losailable in standard and non-standard sizes.

Washable / Disposable Panel Filters

=3, G4 Rating.

Easily made-up in banks or with the F type holding frame.

B-10mm WD Panel Filter has an all aluminivm frame with the fiker mediurm being held in

place with a plastic spline that is imbedded into a slot in the frame.

20-25mm WD Panel Flter has & rugged galvanised steel frame that encloses the filker
I medium between two pieces of galvanised mesh. The corners are mitred and the frame s

secured with pop rivets. An aluminium framed version is also offered.

Washahle / Disposahble SP Gate Filters

G4 Hating.

May be assembled in a filter bank with pop-rivets or by using nuts and bolts.

Designed for retaining air fiker media pads in applications that reguire addiional media
support and offer guick, easy and economical replacement of the filter media pad when
required. Fabricated from galvanised stesl frame channel with e2ach corner mitred for
sguareness and 15 available in 20mm, 25mm or S0mm deep configurations.

Fixed panel, dry pleated panel filker with metal frame that prevents dust and particulates
from entering an enclosed space. Suibed to non-critical applicetons such as small air
conditioning and ventlation systems ncl. packaged ar conditioners for office and computer
room applications or as a prefitter to extend the kfe of a secondary filtar.

MNominal 50mm or 100mm thickness. “Washable or disposable.

Losailable in standard and non-standard sizes.

V-Form Extended Surface Panel Filters

G4 Rating.

Can be installed in universal holding frames, side access applications or similar existing
hardware. Awvailable with either 13mm galvanised mesh each side of the fiter medium er
steel cage supports. Corners are ritred and the frame is secured with pop rivets.

Pure-V Extended Surface Panel Filters

- G4 rating [EN779:2002).
Filter iz 100%: hot-melt sealed into the outer frame for swperior gualicy flter efficiency,
elminating air and contaminant bypass. Sobd alwminium frame and ngid selfsupporting
Wform media for extraordinary durahility and strength, holding s shape without the nesd of
& metal cage or ware support. Consistent pleat arrangement for increased filter efficiency.
. resistance, durability and strength. 40%: more pleats per filter compared to “other”

standard panel filkers for greater surface area over pressure drop, grester dust /
contaminant holding capacity and longer filcer life.
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Plzated panel filter that prevents dust and particulates from entering an enclosed space.
Compact and economical, offering low operating cost with high efficiency and dust holding in
small air conditioning and ventilation applications. Suitahle for wariahle air volume systems.
Operating face velocity ranges are from O to 2.54 m/ sec face velocity

Suted to most non-critical applications such as heating, asir-conditioning or ventlation
systerns or as a pre-flter to extend the ife of 8 secondary filker. Disposable.

AirePleat High Capacity Pleated Panel Filters

G4, F5, FE Rating.

High capacity, cardboard-framed, pleated panel filter.

100% synthetic Kimberky-Clark INTREPIDE 3F55H Pleat Filtration Media will not absorb
moisture or support microbial growth. Media has lower initial pressure drop compared to
cotton-polyester media for increased energy savings during wse. Media maxamising V-Pleat
design for high efficiency and dust-holding capacity Expanded metal grid prevents noisy
media flutter while in operation. Diagonal and horizontal frame support.

Muoisture resistant beverage cardboard frame. Mominal 25mm, S50mm, 100mm depths.
Can =asily upgrade existing flat panel or V-Form filkers currently being used with litde or in
some circurnstances less static pressure.

Service Pleat Filter Inserts

4, F5 Rating.

Replaceahle pleated filter inserts with & metal backing designed to fit reusable wniversal "U”
channel holding frames. Expanded metal grid prevents media flutter while in operation.
Mominal 50mm or 100mm thickness.

Lyailable in standard sizes and continuows 200 element pleats.

Deep bed dry media filker offers high efficiency and exceptional dust holding capacity for a
long duty cycle. Swted to non-critical applications such as general purpose filtration

applications in industnal and cormmercial applications, or as a pre-filter to extend the life of a
secondary filter. Filter media manufactured from bonded synthetic fibres.
Meadia 15 moisture and fungus resistant and wall not shed fibres into the clean air stream.

DuoPak Deep Bed Air Filters r"‘
F5S Rating.

Standard mounting frames consist of an outer frame and incorporates and integral "V clip to

retain the filter. Easily changed out of frame.

FourPak Deep Bed Air Filters

G4, F5, F7 Rating.

F7 media has an addibonal filker section added which is constructed of electrostatically
charged polypropylens media. Standard mounting frames consist of an outer frame and
inner basket. Easily changed out of basket. Awvailable as full size or half se=e.

AireCube / AireCone Generic Deep Bed Air Filters

F5. F7 Rating.

F7 media has an additonal filker section added which 15 constructed of electrostatically
charged polypropylene media. Standard mounting frames consist of an owter frame and
inner basket. Easily changed out of basket. Awailakle as full size or half sze.

MultiPak Deep Bed Air Filters

F5. F7 Rating.

F7 media has an addibonal filker section added which 15 constructed of electrostatically
charged polypropylens media. Standard mounting frames consist of an outer frame and
inner basket. Easily changed out of basket. Availlable as full size or half size. Economical
version consists of a galvanised outer frame and MultiPak bag with wire arrangement.

AirePak Extended Surface Multi Pocket Filters

F5. FG. F7. FB. F8 Rating.

Compact and economical extended surface mult-pocketed filker offers high efficiency at a
minimal resistance to airflow, with effective removal of submicron particles. Suited for use in
commercial or industrial HYAC systems where medium to high efficiency is required.

Can withstand rigours of turbulent airflow and remove contaminants such as smoke,
bacteria, fumes, fung and virus-hearing droplet nuclei. Constructed frem an exclusive blend
of electrostatically enhanced synthetic microfibres, are moisture resistant and will not
support microhial growth. Sonically sealed pockets provide max. strength and a leak free
seal. Aerodynamic channels inside pockets ensure proper inflation of pockets to mammise
media. Can be installed in 'F series holding frames, side access aspplications and sirmilar
eastng hardware. Avalable in standard sizes and pocket configurations.
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Extended surface separator type rigid filkers suited for use in commercial or ndustrial HYAC
systems where medium to high efficiency iz required.

Can withstand rigours of turbulent airflow and remove contarminants such as smoke,
bacteria, fummes, fung and virus-bearing droplet nuclei.

PureCell Extended Surface Separator Type Rigid Filters

FG. F8 Rating.

Constructed from rmicro-fine fibreglass pleated paper media that is moisture resistant and
will not support microbial growth. Designed to suit variable air volume systems, corrugated
aluminium separators stabilise the moisture resistant media and prevent damage in
applications downstream of the supply fan.

Auailable in two header styles: the single header or double header.

Meodels for gas turbine or high temperature applications are available.

PureCell Il Extended Surface Mini-Pleat Rigid Filters

FG6. F7. F8 Rating.

Constructed from double-wall beverage board frames and water-laid micro-fine fibreglass
media that is water-repellent, moisture resistant and will not support microbial growth.
Designed to suit variabhle air volurne systems or turbulent flow conditions

Shrn-ine, 100mm depth and hghtweight cartridge design is flexible for any installation and
easy to store and handle. Awailable as full size or half sze

PurePak Extended Surface Synthetic Media Rigid Filters

FG6. F7. F8 Rating.

Constructed from an exclusive blend of electrostatically enhanced synthetic microfibres that
are moisture resistant and will not support microbial growth.

Designed to suit variable air volume systermns.

Synthetic media is held in posmon by upstream and downstream pleat supports.

Rugged. corrosion-resistant steel casing minmises damage during shipping and handling.
Ayzilable in standard box frame or single header models.

AireFlow-V Extended Surface Mini-Pleat Filters

FG6. F7. F8, F3, 95% DOP H10 efficiency [MERY 11-16 rating as per ASHRAE 52.2)

Fileer manufactured from micisture resistant micro glass fibre media.

Highly resistant to moisture in high humidity environments and operates in 100%% relatve
humidity  Mini-pleat media packs assembled into a series of YW-banks and honded to an ABS
frame casing. Corrosion and moisture resistant, high dust holding capacity, 18m? of
effective media area. Estremezly low iniial pressure drop.

AP Sea Salt Particle Arrestance Filters

Reduces over 90% of s=a salt partcles. Seas salt particle arrestance filker designed to
increase the [ife of equiprnent by reducing the effects of corrosion due to salt. Used in make-
up and return AHU applcations in faciities located near oceans and in food processing
applicatons. Sturdy, polypropylene separator design. Phawood frame. Glass fibre media.
100%: maamum peak relative humidity at O Condensation. 60° Celsius maxmum continuous
operation ternperature.

Removes a large array of WOC's [Volatle Organic Compounds| and odours and vapours.
Suitable for commercial or industrial applications with odour and vapour problems.

AirePleat AC Activated Carbon Filter

| Cardhoard framed activated carbon pleated panel flter that prevents dust and particulates
| from entering an enclosed space and removes odours and vapours.
| Surtahble for commercial or industrial applications with mimor odour and vapour problems.

Expanded metal grid prevents noisy media flutter while in operation.
Beverage cardhoard frame. Moisture resistant and disposable.
Ayalable in standard and non-standard cut down sizes.

Bonded Activated Carbon Panel Filters

Disposable bonded actwated carbon panel filker assembled with galvanised steel frames.
Removes a large array of WOC's [Volatle Organic Compounds|) and odours and vapours.
Common apphcations include HVAC systerms, odour control, corrosion control, diesel fumes,
rmanufacturing processes, chemical processing, pulp and paper manufacture.

Disposahble panels designad to be used in existing housings.

Economical, easy to remove and replace.

Mo opportunity for media settling and channeling which can lzad to VOC and edour bypass.
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